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Acronyms
ATC

CPT
FVMS
Greg

Preg

air traffic control
control point table

Nomenclature

flight vehicle management systems
guidance regulator

plant regulator

direction cosine matrix of body relative to runway
direction cosine matrix of body relative to t-axes
direction cosine matrix of t-axes relative to runway
generalized force function with trimmed moment

force function with trimmed moment
t-coordinates of total commanded specific force

body coordinates of total nongravitational specific force, ft/sec?

body coordinates of total specific moment, rad/sec?
generalized translational kinematics

generalized force function

generalized moment function

transfer function of the zero dynamics

acceleration of gravity

Fourier transform inverse of the band limited transfer function Go
moment function in terms of Euler angles of Cj,
inverse of f; with respect to o

inverse of Fy with respect to z3

moment trim, inverse of f4 with respect to um,

output function

bilateral impulse response

configuration parameter

set of all m-dimensional columns

runway coordinates of aircraft position

skew symmetric matrix representing cross product
sampling time, sec

unit step function

guidance control, corrected for zero dynamics

feedback control

guidance control, output of the guidance regulator

moment control

plant control

thrust control

configuration control
guidance control for pure feedback model
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u1 commanded generalized translational acceleration To

u9 commanded generalized angular acceleration 4
vy body coordinates of relative air velocity
Ur runway coordinates of aircraft velocity
W runway coordinates of wind
z° guidance state, corrected for zero dynamics
z° guidance state tracking error, z9 — z°
x9 guidance state, output of the guidance model
xP plant state
0 guidance state for pure feedback model
output
Ye commanded output
y(F) kth time derivative of y
y[k] y and its first k time derivatives
O Euler angles of Cyy
v fraction of error corrected at each iteration
i unit column in direction ¢
n solution of the zero dynamics
n* approximate time domain solution of the zero dynamics
n approximate frequency domain solution of the zero dynamics
A1 stable eigenvalue
A2 unstable eigenvalue
oE () bilateral transition matrix
(] acceleration error
W; acceleration error at ith iteration
Whrb body coordinates of angular velocity of body relative to runway

Ws sampling frequency, rad/sec

bkl

(N
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Nonlinear System Guidance in the Presence of Transmission
Zero Dynamics

G. Meyer, L. R. Hunt, and R. Su

Ames Research Center

Summary

An iterative procedure is proposed for computing the commanded state trajectories and controls
that guide a possibly multiaxis, time-varying, nonlinear system with transmission zero dynamics through
a given arbitrary sequence of control points. The procedure is initialized by the system inverse with the
transmission zero effects nulled out. Then the “steady state” solution of the perturbation model with the
transmission zero dynamics intact is computed and used to correct the initial zero-free solution. Both
time domain and frequency domain methods are presented for computing the steady state solutions of
the possibly nonminimum phase transmission zero dynamics. The procedure is illustrated by means of
linear and nonlinear examples.

1 Introduction

This report presents a procedure for guiding a possibly nonlinear system through a schedule of
control points. The paradigm is a fully automatic aircraft subject to air traffic control (ATC). The
ATC provides a sequence of waypoints through which the aircraft trajectory must pass. The waypoints
typically specify time, position, and velocity. The time separation between the waypoints is normally
greater than one minute. The flight vehicle management system (FVMS) on board the aircraft is
normally aware of at least one waypoint in advance. The FVMS planner provides a sequence of control
points between the waypoints so that the aircraft will satisfy additional, vehicle specific constraints. The
guidance command generator transforms the schedule of control points into reference state trajectory
segments that are flyable and that pass through the control points. These reference trajectories are
solutions to the system state equation. The rest of the system is a model follower in which the regulator
maintains the aircraft state close to the reference state. Thus, the structure of the complete system is
hierarchical: at the top is the ATC; at the bottom are actuators. There is a progressive filling in of the
detail as one moves down the hierarchy. In the present report we are concerned with algorithms for
transforming the control point schedule into reference state trajectories.

If the system to be controlled is approximately in pure feedback form, that is, if the zero dynamics
are negligible, then system inversion provides an effective procedure for the generation of guidance
commands (refs. 1 and 2). In their prize paper (ref. 3), Isidori and Byrnes solve the guidance problem
in the presence of zero dynamics. However, a solution to a nonlinear partial differential equation must
be obtained, and that is not always practical. Furthermore, the commanded output is restricted to outputs
of a relaxing autonomous exosystem, whereas we are interested in the case where the output may have
discontinuous higher derivatives at the control points. Paden, Chen, and Devasia (refs. 4-6) made a



major advance by finding an iterative solution that avoids the partial differential equation and admits
discontinuities at control points.

The solution described in the present paper may be viewed as a modification of the iteration in
reference 6. Our procedure consists of two nested iterations. The computation is initialized by the pure
feedback solution in which the zero dynamics are nulled out. Then the error resulting from the zero
dynamics is removed (outer iteration) by solving a sequence of linear problems. Each linear problem
is solved by means of the linear version of the iteration in reference 6. The introduction of the outer
‘teration allows one to control the effects of nonlinearities on the convergence of the inner iteration.

The effectiveness of the approach is illustrated by means of applications to linear, time-varying, and
nonlinear systems.



2 System Guidance

The purpose of the guidance subsystem is to generate reference trajectories that will comply with
the specifications of a higher-level planner and with the capabilities of the controlled process. Thus,
for example, consider a simplified model of the interaction between the ATC and the aircraft under
its influence. For simplicity, let both the ATC and all the aircraft be fully automatic. A model of the
combined process is shown in figure 1. Based on the available airspace and goals and capabilities of the
various aircraft, the ATC provides to each aircraft a sequence of waypoints. The FVMS of each aircraft
develops a plan for passing through the assigned waypoints. Then the planner provides a control point
table (CPT) of control points that specify the desired conditions at particular times, as well as the aircraft
configuration in which the segments are to be flown. The command synthesizer connects the control
points by functions of time from a standard set, such as polynomials. The result is the commanded
motion of the output y. and the required time variation of the configuration variables p, such as flaps and
landing gear. The guidance generator transforms the desired motion and configuration change (yc, p)
into the complete guidance state trajectory and control (z9,u9). The plant regulator transforms the
tracking error $¥ — z9 into a corrective action u€, which is combined with 9 to produce the plant
control uP. The primary virtue of this model-follower structure is that the regulator is responsible only
for controlling the uncertainty arising from disturbance and modeling errors, and not for shaping the
plant response. It may be noted that the overall structure is hierarchical with regard to the horizon
width and plan refinement and stability. ATC is at the top with the widest horizon, slowest-changing
plan, and coarsest specification. The FVMS planner has a narrower horizon and a faster-changing, more
refined plan. The guidance generator fills in a lot of detail, and the regulator is at the bottom: it is
purely reactive, with the narrowest horizon, and it produces the most refined commands. The ATC plan
is stable for minutes, the guidance for seconds, and the regulator for milliseconds, changing at every
sample (e.g., 20 msec). In the present report, we are concerned with design of the guidance generator,
that is, with the computation of (z9, u9).

A high-level description of the guidance problem is straightforward. We are given the system state
equation and the output map,
& = f(z,u,p)
2-1
y = h(z,p) @b

where the state € R", the control u € R™, the parameter p € RF, and the output y € R™. We
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Figure 1. A model of the interaction between ATC and aircraft.
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are also given the evolution of the parameter {p(t),t € T} and the desired evolution of the output
{ye(t),t € T}. The problem is to find a control {u9(t),t € T} and the corresponding solution
{29(t),t € T} of the state equation so that

hlz9(t), p(t)] = ye(t) (2-2)

Furthermore, the solution (z9,uY) should not reach values that are excessive for the task at hand,
and the guidance state 9 must be everywhere continuous. It may be noted that since the initial condition
.’I?‘g is not given, the guidance problem is not explicitly an initial value problem.

The following very simple example illustrates the salient features of the guidance problem and the
solution approach that will be pursued in the present report.

Example 2-1
Consider a scalar second-order system,
T] = T3
T9g=1u (2-3)
y=—T1+ T2

that is supposed to track
ye(t) = sinwt (2-4)

Obtain a differential equation describing the zero dynamics. Note that
there is a nonminimum phase zero at s = 1.

32—z =sinwt

ry ==z :
T9 =2 (2-3)
=2z

Consider the initial value problem with the initial condition to be

selected later,
3 — z =sinwt
2-6
z(0) = 2o (2-6)

The solution consists of the sum of the homogeneous and particular

parts:
2= 2+ 2 2-7)

where o .
zplt) = ce )
2(t) = asin(t +6) 2-8)



and where (a, ) are the gain and phase of the transfer function of the
zero dynamics,

ae?? = (jw — 1)1 (2-9)

Consequently,
2(t) = ce’ + asin(t + 6) (2-10)

We choose 2(0) = 2,(0) in order to obtain ¢ = 0 and thus null the
homogeneous part. The guidance trajectory is then given by the par-
ticular solution,
T1p(t) = asin(wt + 9)
T2p(t) = aw cos(wt + ) (2-11)
up(t) = —aw? sin(wt + 6)

The following points should be emphasized:

¢ In general, the reference y. as well as the guidance solution may persist indefinitely.

® The reference y. can be expected to be differentiable at the control points only a small number
of times, but the guidance state should be continuous everywhere.

¢ In the constant linear case, the guidance solution is the particular solution that can be obtained
by means of the (possibly unstable) transfer function of the zero dynamics.

e We wish to avoid the computation of the guidance solution by numerical integration of the
(possibly unstable) zero dynamics.

® Whereas regulation algorithms must be causal, guidance, being a planning activity, can have
noncausal computations.

In the present report we generalize this approach to time-varying and nonlinear systems. The
specific case of aircraft guidance is considered, but it should be clear that the methods are applicable
to a wider class of systems.






3 Aircraft Model

A rigid body model of an aircraft can be described by the following set of equations:

’f'rr = Vr

Uy = Cl?;fbf(um, Up,uf, 'Ug’wbrb) + 963
(3-1)
Cor = S(wprp)Chr

Werp = Sy (um, up, u s, vE, wyrp)

where 7, v, € R3 are the runway coordinates of the aircraft center of mass position and velocity,
respectively; Cp,. is the direction cosine matrix locating body-fixed axes with respect to the runway;
wprp are the body coordinates of the aircraft angular velocity relative to the runway; u,, € RS is the
moment control; u, € R3 controls the magnitude and direction of engine thrust; and u FE R3 represents
the aircraft configuration variables such as flaps. Normally not all coordinates of (up, u ) are available
for control. The partition into active controls and configuration variables, respectively, is defined by the
control mode. Finally, g is the acceleration of gravity, v = Cp.(vr — wy) are the body coordinates of
the air velocity, and w, are runway coordinates of wind. The force and moment characteristics of the
aircraft are described by the force and moment functions ( fbf , Ji*). They are typically multiaxis, highly
coupled, and nonlinear. It should be noted that the state space is not flat, so coordinate patching may be
required for some aircraft maneuvers. A convenient coordinate system is obtained by the introduction
of an intermediate axis system, such as the nominal stability axis, so that

Cpr = CpCir (3-2)

where Cy; is parameterized by Euler angles ap in a given sequence, and Cy, is an explicit function of
time specifying the nominal attitude of the aircraft. The state equation in this coordinate patch becomes

Tr = Uy

O = CF £/ (wm, up, Uf, Oy, VY, Gty ) + 963
. (3-3)
(apt) = gy

(dbt) = Qp = fa(um,'u,p,uf, abt’vg’ Gupt» )

The state space is flat. The force and moment functions (ff, f%) depend explicitly on time by virtue
of the explicit time dependence of Cy,.. Three derived functions are useful for control system design
purposes. The first is the moment trim map, which will be defined as a partial inverse of f¢, and
denoted by g%:
ub, = ga(dgt, Up, Uf, Qpy, U?, Gy t)
(3-4)
dgt = fa(ufn’ Up, Uf, Opy, U?, Qpt t)

_,U; E LY BLANK
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so that g® computes the value up, of the moment control that is required for the generation of a given
Euler angle acceleration ¢f,, whereas all the other relevant variables are held fixed at some given values.
The second is the force function subject to moment trim. It will be denoted by Ff and defined by the
composite

Ff(dgt,up,uf,abt,v?,dbt,t) = ff[ga(dgt,up,uf,abt,v?,ézbt,t),up,uf,abt,v?,dbt,t] (3-5)
The third derived function, denoted as F' @ is the force trim subject to moment trim. Here it will be
defined implicitly as the solution to

Ff(dgtaupaufvabtaUgadbht) - ftc =0 (3'6)

The control mode defines how (up, u f,abt) is to be partitioned into dependent and independent
variables. For example, in the mode in which force is trimmed by means of roll, pitch, and thrust, the
function F@® outputs the values of these variables for the given force f{ and all the remaining variables.

It may be noted that the selection of the coordinatization of the underlying state space and the
selection of the control mode has a major effect on the form of the state equation. In addition, the
output map h,

y= h(TT:UT’CbTawab7uPaufawﬁcrt) (3’7)
is also defined by a mode—the output mode. Thus, for example, the output may be position 77, or
velocity v or its spherical or polar coordinates; or it may be the relative air velocity vj, or perhaps
aircraft attitude, Cp,, or something else. Many output modes are of practical interest. The three types
of modes, namely the mode that defines the coordinate patch, the mode that defines the flow of the
control action through the system, and the mode that defines the output function, will be considered as
components of a three-dimensional mode, which will be called the operation mode. Clearly, there are
many values of the operation mode, and for each such mode there is a local state space model of the
controlled process. The (possibly) multiaxis (multi-input multi-output) models have the following form.

&1 = fi(z1,72,P)
'/"EQ = f2($17x2)$37$4auap)

T3 = T4 (3-8)
:t4 = f4($1’1"2)$3’$47u:p)
y=2z

where z;,u € R™, and p € RF is a parameter, which is in general a given function of time. The state
space is flat. The variables have been sorted out as follows.
(1) fy is invertible with respect to T2,
zg = g1(z1,%1,P) (3-9)
filz1, 91(z1, 21, ), Pl = &1

(2) fa is invertible with respect to the moment control variable u. The moment trim map ¢< in
equation (3-4) will be denoted by

u = g4(z1, 72,73, T4,u2,P) )
(3-10)
f4[l‘1,$2,033,5134,94(361,$2,$3,I4,U2,P),p] = Uy



where uj is the desired moment #4. It may be considered as the new control variable.

(3) Fy is the force function subject to moment trim.

Fy(x1, 2, 73, T4, u2,p) = fo[z1, 29, T3, T4, 9a(21, T2, 23, T4, U9, p), ] (3-11)

This is F/ in equation (3-5). The functions g4 and F, may be used to simplify the system in
equation (3-8) as follows.
&1 = fi1(z1, 72, p)
j"2 = F2(£E1 y 22,13, T4, U2,p)

T4 = U9
y=1x

In addition, we assume that F} is invertible with respect to z3. This partial inverse will be denoted by

I3 = 92($1,Z'2,UI,.’IJ4,U2,I)) (3_13)
Fylzy1, 29, 92(x1, T2, u1, T4, u2, p), T4, U, p] = ug

where u; is interpreted as the desired acceleration 5.

(4) The output y is z1, which will be interpreted as the generalized position of the aircraft, and z9
and &7 as generalized velocity and acceleration, respectively.

The block diagram of the model is shown in figure 2. The presence of feed-forward is an indication
of the presence of zero dynamics. If F; is independent of ug and x4, then there is no feed-forward and
no zero dynamics. This form will be referred to as pure feedback. If the model is in the pure feedback
form, then the guidance trajectory can be obtained by inversion as follows. Suppose that the output
y and its four time derivatives are given as functions of time, as are the parameter and its three time
derivatives:

yol = (58,580, 4P,y D )

(3-14)
B3l = (p(O)’p(l),p(Q),p(ii))
Then, let
oif =yl (3-15)
and obtain a:[23] by computing
23 = 121,71, p) (3-16)
" _4_, —{r,| _,m I _*1_.1_.
P > j «+

Figure 2. Local model of the controlled process.
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and three of its time derivatives; then obtain z3~ by computing, with nulled-out zero dynamics,

1
z3 = gaz1, 72,25, 0,0,p) (3-17)
and its two time derivatives, so that
T4 = m%l)
ug = 5032) (3-18)

u = g4(z1, T2, T3, T4, U2, D)

The resulting z = (1,22, 23, T4) state and control u are then taken as the guidance state and control,

0 _
o (3-19)

U =u

The algorithm outlined above will be denoted as Fy. In practice Fy is rather complicated. The
basic force and moment functions ( f{ , fi*) in equation (3-1) require many lines of code to implement.
Many functions are involved—not only elementary functions such as sums, products, exponentials,
and roots, but also multivariable polynomials, vector cross products, direction cosine matrices, and
others. The functions are deeply nested in the sense of function-of-function evaluations. Furthermore,

the transformation of ( fg , [ into (f1, f2, fa) in equation (3-8) for a given operating mode requires
further nonlinear computations such as the extraction of Euler angles from direction cosine matrices,
the conversion of Cartesian coordinates into spherical, and other computations. Then it is necessary to
obtain the inverses (g1, 92, g4), and, finally, pass several time derivatives through them. The coding of
Fy is very error prone. However, the application of dynamic forms as described in reference 7 simplifies
the construction and coding of Fy from ( f{ , ) to the level at which the inverison approach becomes

quite tractable and error free. In the remainder of this report we assume that Fq is available.
Next, suppose that zero dynamics are present. Let the acceleration error be defined as follows:

TP = F2($1,$2,$3,$4,U2,p) _:E(2) (3-20)
For the pure feedback solution the error in the command due to the ignored zero dynamics is then

o = Fo(a?, 23,23, 23, u3, p) — 75 (3-21)

A simple, practical way to control the effects of this error, if the zeros are weak, is to close a
loop around it by means of a regulator as shown in figure 3. The guidance regulator (Greg) provides
stable tracking. The plant model state and control are taken as the guidance command (z9,u?), which
is executable in the sense that it is a stable solution of the system (eq. (3-8)). The guidance command
serves as input to the real plant regulator (Preg), which closes the loop on the errors between z9 and
the (estimated) real plant state 2P, In many practical cases this simple scheme works well. In the
present report we are interested in cases in which the maneuvers are aggressive enough relative to the
zero dynamics for this simple approach to be inadequate. The following example provides a simple
illustration of such a case.

10
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Figure 3. Structure of the guidance generator based on (20, u0).

Linear Case

Consider a linear case of the system in equation (3-8):

T1 =Ty

I3 = fo = Anz1 + A29xg + Agszs + Aoggxy + Agsu + Aogp
T3 = T4

Tg = fo = Apz1 + Agoro + Agazs + Aggzy + Agsu + Aggp
y=x

(3-22)

We assume that Ays is not singular, and change control coordinates from u to ug (see eq. (3-10)):

u = g4(z,up,p) = Agg (ug — Aq1zy — Agowy — Agszs — Aggy — Aq6p) (3-23)
Then the state equation in new coordinates becomes
T1 = T9
Ty = Fy = C1z1 + Cozg + C3z3 + Cyzyg + Csug + Cgp (3-24)
T3 =14
T4 = uy
where
Cs = A25A4_51
Cy = Ay — C5Ay (3-25)

where 1 <4 < 6 and ¢ # 5, and where uy, the commanded angular acceleration, is the new directly
accessible control variable. Equation (3-24) is the linear version of equation (3-12).

Next, assuming nonsingular C3, the force trim map is given by the following (u; is the commanded

I9):

T3 =g9 = C':;—l(ul - Cizy — Cozy — Cyzgq — Crug — Csp) (3-26)

11



The pure feedback solution (acO, ug) defined by equations (3-15) through (3-19) is given by

:131 = Yc
15(2) = Ye
29 = 051 (5 — Coylt) - 1y - Cep®) (3-27)

2 = 05 o) — el - Cuyl” - Cep™)

u) =Cy Lyt - Coy®) — Cryt?) — Cep™)

The corresponding acceleration error (eq. (3-21)) is

1o = C4C3 l(yg?’) - 023/9 - C’1y£«1) — CepV) + C5C5 1(y£4) - C'zy((:s) - C’1y£2) — Cep?) (3-28)

Note that v is continuous for small Cy4 and Cs, and 99 = 0 if C4 and C5 are both zero. We turn next
to a numerical example.

Constant Linear Example — Part I

Suppose that the system (eq. (3-22)) is scalar, z; € R, z € R, and

(fg)_(0.000 —0.100 32.200 0.000 -—3.220 10.000) z (3-29)
fs/)  \0.000 —0.020 —1.000 —2.000 1.000 -—0.100

In our interpretation, one radian in z3 generates one g acceleration 9, and —0.1g is generated per unit
of control w. After the inversion (eq. (3-10)), the force function in equation (3-11) becomes

T
Fy(x,us,p) = (0.000 —0.164 28.980 —6.440 —3.220 9.678)(u2) (3-30)
P

There are transmission zeros: translational acceleration I is affected by angular acceleration
command ug at 0.1 g/rad/secQ.

We wish to transfer the system from hover at y = 0 to hover at y = 1,000 ft in 14 sec (from t = 4
to t = 18) as shown in figure 4, while changing the configuration parameter p from O to 1 and back to
0 as shown in the figure. The complete commanded maneuver . is composed of nine segments. Each
segment is a 9-degree polynomial in ¢ with continuous splices to order 4. The pure feedback solution

(0, ug) and the resulting acceleration error

wo = Fo(z,ud, p) — dic (3-31)

12



caused by the zero dynamics are shown in figure 5. Errors of 9 ft/sec? are produced. We try to regulate
the error by means of the plant model and regulator (Greg) structure shown in figure 3. A realistic
regulator gain is

K =(0.0883 0.1354 6.8376 3.4005) (3-32)

It places the two closed-loop pole pairs at 0.8 and 2 rad/sec, both with 0.5 damping. The resulting
closed-loop error 2 response is shown in figure 6. The acceleration error produced by the zero dynamics
results, in this case, in a tracking error :cf that reaches 11 ft. Furthermore, the regulator amplifies the
closed-loop acceleration error 1. We consider next a way for reducing the tracking error by providing
a better guidance command (z¢, u€). We will obtain an order-of-magnitude improvement (see fig. 13).
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Figure 4. Commanded evolution of the output y and parameter p.

13



Flier 1

>
2

12

ANAN
0 \/I\A\/ v "AVA
0 6 12 18 24
Time (sec)

=12

Figure 5. Pure feedback approximation and resulting error.

AN

Vi VI WW

0 6 12 18 24
Time (sec)

Figure 6. Error response.



4 Local Zero Dynamics

Let us return to the general case of the multiaxis system in equation (3-12). Suppose that in order
to reduce the error 1)y defined by equation (3-21) we introduce perturbations (771,72, 73) along the pure
feedback solution (a:O, ug). Then equation (3-20) becomes

’¢=F2($(1),$8a$g+771,372+772,Ug+773ap)—53(2) (4'1)

or, using equation (3-21),

¥ = Fy(2, 29,23 + n1, 2 + no, ud + 13, p) — Fo(29, 23,23, 23, u3, p) + 4-2)

We assume that for small perturbations, the linear part dominates, so that (approximately)

Y = Csm + Cyma + Csmz + g 4-3)
where the Jacobian matrices
Cr = OF:
Cy = 654 (4-4)
_ OF
Cs = %5

are evaluated along (z©, ug) We note that the Jacobian matrices can be computed directly from (f2, f1)

in equation (3-8):
or- (%)
cg-:%%-c;,%%, j=3,4

If for each ¢ in our interval of interest, 7= [t1, t5], we select the perturbations (71,7m2,713) so that

-1

(4-5)

C3()m1(t) + Ca(t)ma(t) + Cs(t)n3(t) = —vipo(t) (4-6)
for 0 <~ < 1, then we have improvement at each point of 7"
P(t) = (1= 7)o(t) 4-7)
The corresponding improved trajectory (wl,u%) is then
o =
o} = of
vy =28 +m (4-8)
x}l = ng + 79
ud = uf + 3

15



and the improved error (eq. (3-20)) is

1 = Fy(e!,ud, p) — &9 (4-9)

If the perturbations were free, we could have moved down in many ways, but of course the available
perturbations are not free: according to equation (3-12) we have nonholonomic constraints, namely,

m= (4-10)
o =13

so that, in fact, equation (4-6) is a differential equation,

Cs(t)ii + Ca(t) + C3(t)n = =7 (t) (4-11)

where 1 = n1. If C5 is nonsingular, then another form of this equation is given by

i + Aq(t)i + As(t)n = Ba(t)[-7¥(t)] (4-12)

(m)=( ) (R)+(z) e @13
where, of course, By = Cy’ 1 A4 = ByCy, and A3 = BoC3, that is,
B~ (%)
@:Bﬁ}%—%, j=3,4

or, equivalently,

(4-14)

We will refer to all three forms of the differential equation as the local zero dynamics (of the system
in eq. (3-12)). We seek the stable, “steady state” solution of the local zero dynamics. We develop
methods for the computation of such solutions in the next two sections, first using the time domain
approach and then using the frequency domain approach. Assuming that the steady state solution can
be computed, the proposed algorithm for the computation of the improved guidance command (z€, us)
can be summarized as follows.

Step 1. Compute the pure feedback solution (20, uJ) and the error .
Step 2. Compute the Jacobian matrices C3, Cy, and C along (:cO, ug)
Step 3. Compute the steady state solution of the local zero dynamics.

Step 4. Update the trajectory and compute the improved error 7.

Step 5. Repeat steps 2—4 until || becomes acceptable; the result is (€, u§).
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If the system (eq. (3-8)) is linear, a choice of 7 = 1 will produce the result in one iteration.
Otherwise, v must be small enough for the linear part of the perturbation to be dominant. The effect of
nonlinearity is to increase the number of required iterations.

The differential equation (4-11) is closely related to the Isidori zero dynamics (ref. 8), which for
the system (eq. (3-12)) are defined by the generally nonlinear differential equation

Fy(a9,29, 2,5, %,p) = 23 (4-15)

Let z(t) be its stable, steady state solution. The linear part of the perturbation along 2(t) is given
by
Cs(t)ij + Ca(t)n + C3(t)n = 4(t) (4-16)
where the Jacobian matrices C; are evaluated along z(t). Thus, the homogeneous parts of equations (4-11)

and (4-16) are the same for perturbations along z(t), but unless F is linear the Jacobian matrices will
be different in the early stages of our iteration.

There are three approaches to solving the differential equation (4-15).

(1) In reference 3 the approach is to represent the command Yc and the parameter p as outputs
of a relaxing exosystem, and then to design a regulator that forces the combined system to satisfy
equation (4-15) asymptotically.

(2) In reference 6 the approach is to solve equation (4-15) by means of a Picard-like iteration.

(3) Our approach is to solve equation (4-15) by replacing it with a sequence of linear problems;
each linear problem is solved by means of a Picard-like iteration (ref. 6). The advantage of this approach
is the freedom provided by +: it controls the intensity of the forcing function ~1).

Approaches (2) and (3) are distinct only for nonlinear systems. For linear systems they are the
same.

The remaining problem is to develop a procedure to carry out step 3 in the above algorithm. For
the case of our numerical example in equation (3-29), this requires finding the particular solution of the
following differential equation.

— 3.2204} — 6.4407) + 28.980n = —1); (4-17)

Its eigenvalues (A1, Ag) = (—4.162,2.162). There is a nonminimum phase zero at 2.162. In order to
reduce the errors shown in figures 5 and 6, we need the steady state solution of this equation. That type
of problem is solved next. We follow the procedure given in reference 6.
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S Time Domain Solution of the Local Zero Dynamics

Consider the constant linear system
T = Az + Bu (5-1)

where x € R, u € R™, and A has no eigenvalues on the jw axis. We are not interested in the usual
initial value problem in which z(0) and u are given and the problem is to find the solution z(t). Instead,
we want to compute the particular solution x, for a given u. For example, what is the constant z for a
given constant u, or what is the amplitude and phase of  for a given sinusoidal u, or what is z for an
arbitrary given u? The answers to the first two questions are easy:

zp(jw) = (jwI — A)~! Bu(jw) (5-2)

The third question is addressed in the rest of this section and in the next section.

Constant Linear Systems

Assume for simplicity that A has distinct eigenvalues. Change coordinates

r = Pz (5-3)
to diagonalize A
PlAP=A (5-4)
so that
2=Az+Tu (5-5)

where T' = P~1B. The transition matrix for this system, which is diagonal, we separate into stable and
unstable parts, ¢~ (¢) and o™ (t), respectively: :

p(t) = M = o™ (1) + o7 (1) (5-6)
The bilateral (ref. 6) transition matrix for equation (5-5) is then given by
() = ¢ (U () — pH (U(-1) (5-7)

where U is the unit step function. The particular solution is given by the convolution

zp(t) = /—:o ©=(t — 7)Tu(r)dr (5-8)

That 2, is a solution of equation (5-5) can be checked by differentiation. Note that ¢~ (0)+¢ 1 (0) =
I, and that ¢~ and ¢ cannot have nonzero entries in the same row.

By transforming back to the natural coordinates, we obtain the bilateral transition matrix
$7(t) = P (t)P (5-9)

1
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and the bilateral input-output impulse response
hE(t) = Pt ()P !B (5-10)
The particular solution to equation (5-1) is given by the convolution
+oo
Tp(t) = / R=(t — m)u(r)dr (5-11)
—00
or, equivalently, the computationally more convenient form

zp(t) = / oo hE(—o)u(t + o)do (5-12)

—0Q

In the present report we are interested in the second-order system given by equation (4-13).
Application of equation (5-12) with u = —v1) produces the following particular solution:

771(?5)) VY BTN
(le(t) = 7/_00 h*(—a)y(t + o)do (5-13)
For the scalar case,
77+a4?7+a377—b2 (—7¥) (5-14)
0
(2, 2) =)
with A1 <0 < A9
/11 41 (Az —1) )
P_()\l )\2)’ F T X =A A=A 1 (5-16)
so that ot
—n (€10 +n (0 O
e 0= o) #®O=(5 ) (5-17)
and
b 1 1
+ _ _ 2 At ( ) Aot _ _
WE) =~ [(Al)e U+ (5, ) U t)} (5-18)
The first component of h¥(t),
BE(t) = ——2 [ NHU(t) + MU (1) (5-19)
A2 — M

is shown in figure 7 for the case of equation (4-17), where (A1, g) = (—4.162,2.162). Note the
rapid roll-off on either side of £ = 0. One may expect that, for reasonable forcing functions —~v,
the convolution may be restricted to, say, only four times the slowest time constant, which in the case

shown is approximately 2 sec.
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Figure 7. Numerical example of hli(t).

If we define
pi(t) = fﬁoo e’\l(t“T)u(T)d'r

pa(t) = [ X2ty (r)dr

then the particular solution of equation (5-14) is given by
n(t) = 52 1 (t) + pa(1)]
A(8) = 522 [ (8) + Aapea(®)]

fi(t) = —agn(t) — agn(t) — baye(t)

(5-20)

(5-21)

In order to explore this solution, suppose that we have a table of integrals so that for a given 1,

/ Myp(t)dt = T(N,¢), T\ t) = eMy(t)

Then
pi(t) = MU (=), t)

pa(t) = —e*2tW (=2, 1)

If 9(t) = 1, then ¥()\,t) = /A, and

H1

I
2L

1=

H2

so that the particular solution is, as expected from equation (5-14),
_ bgg _ =bav
T= X3 = a3
n=0

72 =0

(5-22)

(5-23)

(5-24)

(5-25)
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If ¥(t) = sin(wt), then

py = eMPT(=\, t) = Xg—l—z[—Al sin{wt) — w cos(wt)]
1tw i

pg = —etW(=Xg, t) = —)\-3—:1(‘)—2[—?2 sin{wt) — w cos(wt)] (5-26)

so that
n = —vyasin(wt + 6) (5-27)

where
ael? = b2 (5-28)

—w? + jway + a3

Discontinuities in 1 or its derivatives spawn leading (noncausal) and trailing transients. For exam-
ple, consider a pulse,

0, t<ty
Y(t) = {L/fo(t), t1 <t <ty (5-29)
0, tg <t
Then
0, i<y
py = {eht[‘l’o(—)\ht) — Wo(=A1, 1), t1 <t <t2 (5-30)
eMWo(—A1,t2) — Yo(—A1, 1)), t2 <1
and
AT (—Ag, t2) — Yo(—A2, 1)}, t <t
pa = § 2 {To(— g, tg) — To(=Ao, )], t1 <t <tp (5-31)
0, to <t

That is, there is a pair of transients at either end of the pulse. One member of the pair leads the
discontinuity, the other trails it. For example, suppose that

0, t<0
P(t) = { 1 —cos(wt), 0<t<ty= %,7—’ (5-32)
0, o<t
One way to get the particular solution is to splice three segments of particular solutions,
0, t<0
n(t) = { ag — acos(wt +68), 0<t<ty (5-33)
0, tg <t
where ag = —boy/ag3, and a and @ are given by equation (5-28). But that simple approach produces
undesirable discontinuities in 7 and 7 at £ = 0 and t = t2. On the other hand, the particular solution
—bay
n(t) = (11 (8) + p2(2)] (5-34)
A2 — A1

and its derivative are everywhere continuous. The leading and trailing transients satisfy the homogeneous
part
i+ aqn+a3n =20 (5-35)

These transients prepare the system state x and control u for the approaching discontinuity, and the
transients are invisible at the system output y. Thus, the bilateral solution has definite advantages.
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Numerical Solution

Numerical solutions of the convolution integrals are needed in practical applications. The integrals
in equation (5-20) may be computed approximately as follows.

= N Lo e MTY(r)dr = D20 [ e M TY(r)dr ~

i = T Thno (M T) (= nT = T) + (¢ - nT))/2

(5-36)

_ L Aqt -A t+nT —
po = 2" [ e 2Ty(T)dr = %O=0 ﬂi,?jq.:re )‘2T1/’(T)d7' ~

Hy = Mﬁ—ZXi_—A%;m YN o€ 2TV [y (t + nT + T) + 9(t + nT)]/2

The approximations have been normalized to give correct results for ¢ = 1. Consequently, the approx-
imate solution to our problem is given by

b
n = )\T_zx;(lff + 13)
1 = 332 (st + dou3) (5-37)
m3 = —agn] — aqny — boy(t)

For example, consider yet again the system discussed previously,

(a3,ag,b) = (—9.000 2.000 0.311)

(A, 2) = (—-4.162 2.162) (5-38)
Assume that the forcing function is
(—vy) = 20sin(wt + 7/4) (5-39)
so that the exact solution is easily obtained as the particular solution:
-0.311
jw) = ] 5-40

We take the sampling period T = 0.05 sec and provide a look-ahead/look-back of N = 40 samples
(£2 sec). The approximate computation 1*(0) is compared to the exact n(0) for several frequencies. A
frequency scan from [0, 10] rad/sec is shown figure 8. The approximate and exact solutions are practically
indistinguishable in the figure. Hence this type of algorithm is effective for constant systems. We now
turn to the time-varying case.
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Figure 8. Exact and approximate solutions.

Linear Time-Varying Systems

In general, the local zero dynamics given by equation (4-13) may have time-varying coefficients.
Therefore, consider the following model

z = [Ag + 8A(t)]z + B(t)u(t) (5-41)
where £ € R™, u € R™, and § A and B are some reasonable functions of time. The iteration in refer-

ence 6, restricted to linear systems, will converge to the particular solution if the following conditions
hold:

(1) Ag has no eigenvalues on the jw axis; $*(t) is the bilateral solution for the system
= Apx (5-42)

and let the norm of ¢* be

6 =S max [ jof ()]t (543)
J

(2) There is a constant K so that for all —oco <t < o0

max |ba;;(t)] < K (5-44)
%J

(3) The product
K|¢*| <1 (5-45)
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The solution is constructed by means of a Picard-like iteration:

zp(t) =0
21(t) = [%% (¢ ~ 7)B(r)u(r)dr (5.46)
Tm1(t) = z1(t) + [2 65 (t — T)A(T)Tm (7)dT
The difference at each iteration
em(t) = Tm41(t) — zm(t) = /22 (}.’)i(t —T)0A(T)em_1(T)dr
(5-47)
maxy [lem (t)]] < maxy [z (8)[| (K [|¢= )™
so that
zp(t) = lim_zpm(t) (5-48)

In actual applications, it may be advantageous to change coordinates. For example, suppose that
Ag has only real and distinct eigenvalues, and that P diagonalizes it. Then

1
o™l =3 o = 2T (5-49)
1
that is, the sum of time constants, and condition (3) becomes

KY r<l1 (5-50)

In the scalar case of equation (4-12), separate the time variation as follows

7i + [aoa + baq(t)]n + [aos + Sas(t)ln = —ba(t)yy(t) (5-51)
If the eigenvalues of Ag satisfy A; < 0 < A9, and if for —oo < t <
max([|8a3(t)], [6aq(t)]](m1 + 2) < 1 (5-52)
then the iteration will converge to the particular solution.

In summary, if the coefficients of the local zero dynamics vary in time sufficiently little relative to
their average value, then the iteration will produce the particular solution, and so step 3 in our algorithm
can be carried out. The overall algorithm is thus complete. The time domain approach seems to require
a lot of bookkeeping with respect to the eigenvalue pattern. The frequency domain approach discussed
next is simpler, especially for multiaxes systems.
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6 Frequency Domain Solution of the Local Zero Dynamics

Consider again the local zero dynamics (eq. (4-11))

Cs(t)ii + Cy(t)ny + C3(t)n = —y(t) (6-1)

We are interested in obtaining the particular solution. In the preceding section, we took the time domain
approach, which has some drawbacks. The need to distinguish between root patterns is a nuisance.
Also, we would like to consider cases where Cj drifts through zero, which leads to changing order
of the differential equation. The frequency domain approach, discussed next, is in some ways much
simpler to implement.

Let us rewrite equation (6-1) as a sum of constant and time-varying linear operators

(Lo +6L)n = —y (6-2)

where D = d/dt and
Ly=CD*+ C{D + CY

(6-3)
§L = 6Cx(t)D? + 6C4(t) D + 6C5(t)
Let 7 be the solution of the time invariant part
m =Ly (=71%) (6-4)
and change coordinates so that n = ng + n1. Then
(Lo +6L)(no +m) = —v (6-5)
That is,
(Lo +6L)ym = —6Lng (6-6)

This is the old equation (6-2) with a new forcing term, which is the error caused by 7g. After ¢
iterations, the correction is

miv1 = —Ly 6L (6-7)

If | L '6L|| < 1, then the iterations

n=y_m (6-8)
converge to the solution of equation (6-2) and hence of the original equation (6-1). Consider next the
construction of Ly 1

The Fourier transform of equation (6-4) is

no(jw) = Go(jw)[~7¢(jw)) (6-9)

where the transfer function
Go(jw) = [CO(jw)? + Cjw + €I~ (6-10)
27
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The forcing function 1/(t) is available only at sampling points, ¥(nT). The Shannon reconstruction
(ref. 9), with sinc(z) = sin(z)/x,

+00

Y(t) =T Y. v(nT)sinclws(t — nT)/2]/T (6-11)
—00

converts the sequence ¥ (nT) into an analog signal, (t), that is band-limited to lw] € ws/2 =7/T.
The Fourier transform of sinc(wst/2)/T is

1w Sws/2
S(jw) = {0, | > we/2 (6-12)
Hence, the transform of the output of Gy with input sinc(wst/2)/T is
go(jw) = Go(jw)S(jw) (6-13)
and its inverse 1s )
go(t) = 21; fj;d://Q Go(jw)e?“tdw (6-14)
or, equivalently, because of symmetries,
1 [ws/2 )
go(t) = - /0 (Gog coswt — Gy sin wt)dw (6-15)

where G, and Gy, are, respectively, the real and imaginary parts of Gp. The integral is then computed
numerically (we used an IMSL, Inc,, routine (ref. 10)) for 2N + 1 values of ¢ to obtain the sequence

{go(kT), —Ng < k < Ng} (6-16)

Then, finally, the frequency domain approximation n¥ to the particular solution of equation (6-4) is
given by the following discrete convolution:

Ns

n’(nT) = —T > ¥l(n—k)T)lgo(kT) (6-17)
k=—N,

The derivatives n* and 7j* are computed similarly by means of equation (6-17), except that gg
is replaced by g and ga, which are the inverse transforms of Gy(jw) = jwGo(jw) and Ga(jw) =
(jw)?Go(jw), respectively.

The potential aliasing problem arising from the multiplication in forming §Ln; may be avoided by
means of a noncausal filter Gy, which provides roll-off without phase lag. In that case the combined

transfer function
Go(jw) = [C(jw)? + Cjw + CY) G (jw) (6-18)

where G f(s) is symmetric about both real and imaginary axes. For example, if, as before, (cs, ¢4, c3) =
(—3.22, —6.44, 28.98), we may choose

Goljw) = [-3.22(jw)? — 6.44(jw) +28.98] 7M1 + (w/8)*) " (6-19)
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The response gg of the (unstable) Gy to sinc(wst/2)/T is shown in figure 9. Also shown is
the corresponding bilateral impulse response hit (see fig. 7). It may be noted that the two curves are

practically indistinguishable, which is not surprising since hit(t) and Gq(jw) (without the filter) are a
Fourier transform pair.
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Figure 9. Comparison of hfc with the response gg of Gy to sinc(wst/2)/T.

Thus we have two effective ways for computing the steady state solution of the local zero dynamics.
One solves the problem in time domain producing the approximation n*; the other solves the problem
in frequency domain producing the approximation 7%,
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7 Outline of the Proposed Algorithm

An approach has been presented in this report for the computation of the guidance commands
(z€,u) that guide the system along y.. The system may be multiaxis, time-varying, and nonlinear, but
of the following type (see eq. (3-8))

&1 = fi(z1,72,p)
iQ = fQ(l'],$2,$3,$4,U,p)

T3 =14 (7-1)
T4 = fa(z1,22,23,24,u,p)
y=2x1

where z;,u € R™ and p € RF is a time-dependent parameter. This is a realistic model of an aircraft.
The algorithm consists of the following steps.

Step 1. Change the control variable to ug = f4(z1,z9, 3, 24,1, p) so that the model becomes

1 = fi(z1,%2,p)
t9 = Fy(z1, T2, 3, T4, U2, p)

T3 =14 (7-2)
T4 = U9
Y=

Step 2. Initialize (¢ = 0) the following iteration by inverting the pure feedback part of the
system,

T =ye

Ty = g1(x], 1, p)

‘T% = 92(33’5) ',11223 $22a 0: 07 p) (7'3)
Ty = I}

uh = &

Step 3. Compute the error in 9 caused by the neglected dynamics:

i = Fy(ad, o, of, o}, ub, p) — 3 (7-4)
Skip Steps 4-6 if |9);| is small enough.
Step 4. Compute the Jacobian matrices C§, Ci, and CL along (z*,u}).

Step 5. Compute iteratively the particular solution of the local zero dynamics,
C3ii + Cli + Cin = — 7 (7-5)
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Step 6. Update trajectory (z?, ub)

:r’iH =z

1=

e =af + 7 (7-6)
$21+1 = 2% +7

ubtt = u + 7

Step 7. Compute the control in natural coordinates

ut = 94(1117$221x%3r$%17u12»p) a-n

The result is the guidance trajectory (z¢,u), which includes the effects of zero dynamics. For
linear systems one iteration with v = 1 will suffice. For nonlinear systems, is chosen small enough to
ensure the dominance of the linear approximation. If many iterations are needed in a given problem, then
the accumulation of small errors may make the iterate (z%, x, u}) inconsistent with the nonholonomic
constraints,

3 4 -

That can be easily rectified by passing each iterate through a noncausal observer for the constraint
(eq. (7-8)).

The resulting structure of the command generator shown in figure 10 is the same as in figure 3,
except that the pure feedback guidance (20, uY), which does not account for zero dynamics, is replaced
by (¢, u¢), which does. We now apply, by way of illustration, the complete algorithm to compute the
guidance command (z¢, u®) for several examples.

Guidance generator )
x© x9 x9 xP
pt3], y 41 > >0 > < 4— Disturb
F, Plant Preg Plant
€ Greg|  Imodel
S
— > > > P
ut ud u9 uP
\ _J

Figure 10. Structure of the guidance generator based on (z¢,u®).
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8 Examples

In this section we apply the numerical solution of the local zero condition to the linear model
discussed previously and describe the resulting closed-loop behavior. Later in this section, we apply the
proposed guidance method to a time-varying system, and then to a nonlinear system.

Constant Linear Example — Part 11

In the first part of this example (see Constant Linear Example — Part I) we have computed and
stored in memory the error 1(t) on the time interval [0, 26] at 20 samples per sec. Now we pass this
sequence g(nT’) with v = 1 through the algorithm (egs. (5-36) and (5-37)), 81 samples (N = 40) at a
time at each sample, to obtain the corrections (n*,n*,7*). The first panel of figure 11 shows both time
domain n* and frequency domain 7% (with N; = 40) solutions. They are indistinguishable. The next
two panels show the approximations to 7 and 7j, where

() = [ (n+1) = " (n = 1)]/(27) )
i (n) = i (n + 1) - *(n = 1)}/(27)

The pairs of curves in the bottom panels are again practically indistinguishable; hence we have
consistency: (n*,7*) are good approximations to the time derivatives of (n*,7*). It may be noted that
there are leading and trailing transients, such as before ¢ = 4 and after ¢ = 18. That effect is even
more pronounced in figure 12, where improved command z¢ (solid line) is compared with the original
command z0 that ignores the zero dynamics. In the figure the pure feedback solution is shown dotted.
It is a copy from figures 5 and 6. A noteworthy beneficial effect is that the corrected command is
smaller, smoother, and gentler than z¥. The tracking errors are shown in figure 13. They have been
reduced by a factor of 20. Thus, we obtain better tracking by means of gentler commands.

.: n* ny\ - . /\
\VARV/

LA WAL
LTV Y Y

o LA N {\k YAWAR
VI AR RAAY
0 6 T'1% ) 18 24

-1

Figure 11. Numeric solution of the zero dynamics.
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Figure 12. Corrected guidance command.
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Figure 13. Error response to corrected guidance command.
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Linear Time-Varying Example

The state equation in this example is

0 1 0 0 0
. 10 =01 322 -10.18 p(t)
=1, 0 0 1 T+ M (8-2)
0 0 0 0 1
The corresponding zero dynamics are given by (see eq. (4-11))
p(t)i — 10.187 + 32.2n = —g (8-3)

The root locus for —3.22 < p < 3.22 is shown in figure 14. At p = —3.22 there is a saddle, one
root being close to —5 and the other close to +2. As p increases, the stable root goes off to —oo (at
p = 0 there is a drop in order!) and reappears from +oc while the unstable root passes through 3. The
roots meet for p = 0.8, resulting in a repeated unstable pair near +6. Then the zero dynamics turn into
an unstable spiral. At p = 3.22, the roots rest at (1.58 £ 52.74).

10

5 p=3.22

I —- i -
= -a22| P=0
p=-3.22 /

-5

-10

10 -5 0 5 10

Figure 14. Root locus.

We wish to guide the system along the same trajectory y. as shown in figure 4, except that the
parameter p is changed as shown in figure 15. The system error response without correcting for zero
dynamics is shown in figure 16, and the system error response with corrections for zero dynamics is
shown in figure 17. It should be noted that an order of magnitude improvement is obtained despite time
variation of the zero dynamics. The corrections were implemented in frequency domain. The following
noncausal transfer function was used to compute 7(¢)“.

3.2 /
0 o
a2 //
0 6 12 i8 24

Time (sec)

Figure 15. Variation of p.
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Figure 17. Error response to corrected guidance command.



Go(jw) = [p(jw)? — 10.18(jw) + 32.2) 1 [1 + (w/8)4 ! (8-4)

where p is locally frozen (see below). The derivative 7(t)“ was computed by means of G1(jw) =
JwGp(jw). Rapid frequency roll-off without phase lag was provided by the noncausal filter with the
pole pattern shown in figure 18. The filter requires a look-ahead/look-back of 0.5 sec, but since we are
already prepared to look-ahead/look-back 2 sec, the noncausal nature of the filter is not a problem. The
go(kT), —40 < k < 40, needed in the convolution for n*, and g;(kT), —40 < k < 40, needed for 7*,
were computed every fifth sample using the value of p at the beginning of each quintet.

8

| A I |

M e s — —

S S
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Figure 18. Roll-off filter poles.

Nonlinear Time-Varying Example

The model used next is motivated by the fact that generally the aircraft force and moment generators
stiffen with speed. We multiply the linear force and moment used in the preceding example by a factor
that is quadratic in speed zo to obtain the following nonlinear state equation.

i‘l = T2

t9 = fo = (ag171 + agoTg + a23T3 + ag4Tq + agsu + agep)[l + (ag722)?)

Ty = T4 (8-5)
T4 = f1 = (ag17] + agoT9 + ag3T3 + agqTq + ag5u + agep)[l + (ag722)?]

Y=o

The maneuver to be executed is the same as before (fig. 4). With ag7 = a47 = 0.01, the multiplying
factor ranges from 1 to 2.5. Figure 19 shows the spectrum (Ay, Ay) of the zero dynamics with Jacobian
matrices frozen at each sample. Both zeros move out with increasing z9. Also shown are the regulator
gains, varied so that the closed-loop poles of the perturbation model with frozen Jacobian matrices at
each sample remain, as before, at 0.8 and 2 rad/sec, both with 0.5 damping. The tracking errors after
only one iteration (v = 1) are shown in figure 20; they are small. It is particularly noteworthy that
the acceleration error of the corrected guidance v (solid line) is an order of magnitude smaller than the
pure feedback error v (dotted line).

37



38

D2
4]
|
-8
A6 .,
.08 - e
1 L—.v/
0
8 - .
k3 \/
4
ky
0
0 12 18 24

Time (sec)

Figure 19. Variation of zeros and regulator gains.
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Figure 20. Error response of nonlinear system.



9 Conclusion

An algorithm for computing state trajectories and controls that guide a nonlinear system through
given sequences of control points has been presented. It is assumed that the control point schedule is
known several points in advance. In the algorithm, the control points are linked by polynomial segments.
The first approximation of the guiding state trajectory is obtained by equating the system output with
the polynomial schedule and inverting the pure feedback part of the system. In the presence of zero
dynamics this first approximation will produce acceleration errors. A correction is obtained by means
of the stable, steady state solution of the local zero dynamics. If nonminimum phase zeros are present,
future values of the approximate solution are used. Numerical tests indicate that an order-of-magnitude
reduction in the acceleration error is possible with look-ahead of only four times the time constant of
the unstable zero. Therefore, the control points must be available that much in advance. Usually, this
does not pose a problem in the fully automatic mode of operation of the system, since the higher-level
planner that provides the control point schedule has a much wider horizon than the servosystem being
discussed here. Although a regulation process must always be causal, a guidance process may employ
noncausal computations.
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